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hear beeps and see flashing lights.
Vielight Inc.
“ 346A Jarvis Street
Toronto ON M4Y 2G6

Enabling a sweep function will disregard
any previously entered values for
frequency/power and time. Disabling the End frequency
sweep function will restore these entries. The ability to input power data will be
disabled when the power sweep feature is

default time of 20 minutes, once every other day.
Because individual sensitivity to photobiomodulation can vary, users are advised to
observe the effects on themselves and adjust the frequency of use accordingly.
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LED Output Specifications (full spectrum):

Slepldealiol activated. You will see a display message SEpEEien The library includes embedded run Headset modules: 810 nm LED, max output 305 +/- 10% mW/cm? x 10 units Canada
Tt e sec indicating "POWER SWEEP APPLIED." N N Nasal applicator: 810 nm LED, max output 100 +/- 10% mW/cm?2 x 2 units
Note that cross-frequency coupling must POWER SWEEP ints fi di ! ng dg
CROSS FREQUENCY e be activated first. After activation, it can St ey pomt§ o S, experlmgnts, el Output Module Parameters in GUI: WiFi Module Certification
COUPLING be applied to each LED module o Once you have practical use. Explore additional Power output: 0% to 140%

Wi-Fi Certified (Wi-Fi Alliance ID: WFA97858)
FCC ID: 2AC7Z-ESP32WROOM32E - US

IC: 21098-ESPWROOM32E - Canada
RSS-247 Issue 2:2017 - Canada

options and updates at
https://pro.vielight.com.

Vielight does not guarantee specific
outcomes from these files.

max overdrive up to 150% Output frequency: 1 Hz to 9,999 Hz
Run time: 0 to 99 minutes
Delay start time: 0 to 99 minutes

Phase: A & B (A is anti-phased/asynchronous to B). Phase A is assigned to cross-coupling frequency

Frequency

CARE AND CLEANING A

1.To clean the nasal applicator, wipe gently with 70% alcohol or antiseptic wipes, clean gently

reviewed the
data and are
satisfied, click

individually. By default, cross-frequency
coupling operates in Phase A.

Power step size

TECHNICAL SUPPORT

The ability to input frequency data will be
disabled when the frequency sweep feature Step duration

Coupling delay

UL

Stop coupling . . . . N " ) . - . . . .
1 is aFt|v§tec‘i‘, You will see a display messa%e SAVE" to . Note that while these files are with soap and water, or sanitize with a UV lamp. Duty cycle: pulse (50%), on (100% or continuous) Please go to https://pro.vielight.com/support for more information about receiving technical R-C-es5-ESP32WROOM32E — EU
Phase A (by default) o J | I |_ indicating "FREQUENCY SWEEP APPLIED! CROSS FREQUENCY COUPLING * E)rocec-id, or click e e e 2. Use a soft, dry cloth to clean the other surfaces. Do not use abrasive cleaners. Frequency sweep: Frequency step size: 1 Hz to 9,999 Hz support. 2014/53/EU - EU
base frequenc Frequency Hz BACK" to make A 8 e 26 (e e 3. Do not submerge any of the components on the headset in liquid or cover with other Frequency step duration: 1 to 999 seconds . . . EN 300 328V2.2.2 (2019-07) - EU
q y any necessary  lloctunl ’ yfV' it material during use. Power sweep: Power step size: 1% to 100% Technical support |Is~ava|IhabIe: . N EN 301 489-1V2.2.3/EN 301 489-17 V3.2.4 (2020-09) - EU
: Coupling delay adjustments. intellectual properties of Vielight Inc. 4. Store in a dry and dust-free location at temperatures between 10° C to 40° C, away from Power step duration: 1 to 999 sec a. via online chat at https://pro.vielight.com/support EN 62368-1:2014 + A11:2017 - EU

ENIEC 62311:2020 - EU

MIC: 217-204070 - Japan

CMIIT ID: 2020DP2713 - China

CCAK ID: CCAK21Y10020T0 - South Korea

b. by email: pro.support@vielight.com
c. by telephone: +1 855-777-3830

BACK

Cross-frequency coupling: Frequency step size: 1 Hz to 9,999 Hz

direct sunlight. Frequency step duration: 1 to 999 seconds

5. We do not recommend sharing devices and nasal applicators for hygiene safety reasons.

—| |—| |—| |—| |—| |_| |_| |_| |_| | Stop coupling
0

- Phase A (by default)
coupllng frequency

SAVE
BACK

WEEE Directives:

To access our technical support and information sharing forums, please send an email to Managing E-Waste in the EU

pro.support@vielight.com with your Neuro Pro ID for an invitation to join: community.vielight.com.

Peripherals:
Power adapter: AC Input: 100-240V, 1 A, 50/60 Hz
DCOQutput:5V,5A
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